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ITEM Gauge mm Width mm Weight kg Coating Grade 
Cold Rolled 0.0108 0.27432 36  1/16 916 32920 14,932 OIL  CQ  
Cold Rolled 0.0157 0.39878 28 43/64 728 5970 2,708 OIL  CQ  
Cold Rolled 0.0169 0.42926 44 1/8 1,121 2840 1,288 OIL  CQ  
Cold Rolled 0.0253 0.64262 26 1/4 667 6710 3,044 OIL  CQ  
Cold Rolled 0.0345 0.8763 59 1/4 1,505 38170 17,314 OIL  DECA  
Cold Rolled 0.0402 1.02108 48 17/64 1,226 2310 1,048 DRY  CQ  
Cold Rolled 0.051 1.2954 47 3/4 1,213 5630 2,554 OIL  CQ  
          94550 42,888     
Galvanized 0.009 0.2286 41  5/16 1,049 25480 11,558 Z120  CQ  
Galvanized 0.011 0.2794 36 914 7895 3,581 Z275  CQ  
Galvanized 0.0117 0.29718 36  1/16 916 13480 6,114 Z180  CQ  
Galvanized 0.0122 0.30988 36  1/16 916 3400 1,542 Z275  CQ  
Galvanized 0.0135 0.3429 44 15/16 1,141 4430 2,009 Z120  CQ  
Galvanized 0.0135 0.3429 40 7/8 1,038 11860 5,380 Z275  CQ  
Galvanized 0.0144 0.36576 53 13/16 1,367 3560 1,615 Z120  CQ  
Galvanized 0.015 0.381 34  1/16 865 5830 2,644 Z001  REPH  
Galvanized 0.0154 0.39116 55 1/4 1,403 5800 2,631 Z001  CQ  
Galvanized 0.0163 0.41402 54  1/16 1,373 5460 2,477 Z120  REPH  
Galvanized 0.0174 0.44196 54 1/8 1,375 12340 5,597 Z120  CQ  
Galvanized 0.021 0.5334 32 5/8 829 6320 2,867 Z90  CQ  
Galvanized 0.0225 0.5715 47 7/8 1,216 9500 4,309 Z001  CQ  
Galvanized 0.0264 0.67056 44.0625 1119.188 7,760 3,520 Z001      N 
Galvanized 0.0275 0.6985 48 1/8 1,222 19100 8,664 Z001  CQ  
Galvanized 0.033 0.8382 69 1752.6 11,270 5,112           N 
Galvanized 0.035 0.889 56.3125 1430.338 3,480 1,579 Z180      N 
Galvanized 0.0357 0.90678 48 27/64 1,230 17150 7,779 Z275  CQ  
Galvanized 0.038 0.9652 40.1875 1020.763 4,970 2,254 Z001      N 
Galvanized 0.0383 0.97282 36 914.4 3,210 1,456 Z275      N 
Galvanized 0.039 0.9906 43.875 1114.425 7,590 3,443 Z001      N 
Galvanized 0.0394 1.00076 44.06 1119.124 16110 7,307     
Galvanized 0.04 1.016 32.1875 817.5625 5,610 2,545 Z180      N 
Galvanized 0.044 1.1176 30 762 4,850 2,200           N 
Galvanized 0.045 1.143 30 762 2,210 1,002           N 
Galvanized 0.045 1.143 58.0625 1474.788 8,090 3,670 Z275      N 
Galvanized 0.0451 1.14554 52 1320.8 13,620 6,178 Z001      N 
Galvanized 0.046 1.1684 30 762 2,210 1,002           N 
Galvanized 0.0463 1.17602 60.25 1530.35 2,680 1,216 Z275      N 
Galvanized 0.047 1.1938 42 1066.8 7,300 3,311           N 
Galvanized 0.049 1.2446 35.5 901.7 8,610 3,905 Z275      Y 
Galvanized 0.05 1.27 56.75 1441.45 6,380 2,894           N 
Galvanized 0.05 1.27 32.125 815.975 9,300 4,218 Z275      N 
Galvanized 0.0565 1.4351 50.3125 1277.938 6,320 2,867 Z275      N 



Galvanized 0.0578 1.46812 59.125 1501.775 3,110 1,411 Z275      N 
Galvanized 0.0584 1.48336 50.375 1279.525 2,780 1,261 Z275      Y 
Galvanized 0.0605 1.5367 55.9375 1420.813 2,800 1,270 Z275      Y 
Galvanized 0.0626 1.59004 48  1/64 1,220 31960 14,497 Z180  CQ  
Galvanized 0.066 1.6764 55.1875 1401.763 4,930 2,236 Z720      N 
Galvanized 0.0709 1.80086 50.25 1276.35 3,420 1,551 Z350        
Galvanized 0.073 1.8542 50.8125 1290.638 3,390 1,538 Z60       Y 
Galvanized 0.0735 1.8669 46.5625 1182.688 9,210 4,178 Z001      Y 
Galvanized 0.075 1.905 58.31 1481.074 15,820 7,176     
Galvanized 0.076 1.9304 44.75 1136.65 2,440 1,107           N 
Galvanized 0.0765 1.9431 49.3125 1252.538 4,730 2,146 Z275      N 
Galvanized 0.077 1.9558 39.75 1009.65 17000 7,711     
Galvanized 0.077 1.9558 44.75 1136.65 2,220 1,007           N 
Galvanized 0.078 1.9812 35.71 907.034 3,700 1,678           N 
Galvanized 0.078 1.9812 34 863.6 5,820 2,640           N 
Galvanized 0.0787 1.99898 26 61/64 685 3130 1,420 Z610  CQ  
Galvanized 0.0787 1.99898 26 61/64 685 3130 1,420 Z610  CQ  
Galvanized 0.0787 1.99898 49.3125 1252.538 4,350 1,973 Z275      N 
Galvanized 0.0787 1.99898 26.9375 684.2125 2,600 1,179 Z610      Y 
Galvanized 0.08 2.032 34.888 886.1552 2,200 998           N 
Galvanized 0.08 2.032 44.375 1127.125 2,800 1,270           N 
Galvanized 0.082 2.0828 40.5625 1030.288 3,220 1,461 Z70       Y 
Galvanized 0.082 2.0828 56.125 1425.575 4,415 2,003 Z60       Y 
Galvanized 0.0828 2.10312 53.1875 1350.963 5,410 2,454           N 
Galvanized 0.086 2.1844 42.24 1072.896 3,280 1,488           N 
Galvanized 0.086 2.1844 43.375 1101.725 2,120 962           N 
Galvanized 0.086 2.1844 43.96 1116.584 3,800 1,724           N 
Galvanized 0.086 2.1844 42.24 1072.896 4,060 1,842           N 
Galvanized 0.09 2.286 41.6875 1058.863 3,020 1,370           Y 
Galvanized 0.093 2.3622 41.75 1060.45 2,340 1,061           N 
Galvanized 0.093 2.3622 41.75 1060.45 2,280 1,034           N 
Galvanized 0.098 2.4892 44.625 1133.475 2,920 1,325           N 
Galvanized 0.098 2.4892 40.75 1035.05 6,480 2,939           N 
Galvanized 0.098 2.4892 43.96 1116.584 2,340 1,061           N 
Galvanized 0.098 2.4892 43.96 1116.584 3,240 1,470           N 
Galvanized 0.098 2.4892 43.96 1116.584 3,040 1,379           N 
Galvanized 0.103 2.6162 43.96 1116.584 7,200 3,266           N 
Galvanized 0.1035 2.6289 47.5 1206.5 7,048 3,197 Z180      N 
Galvanized 0.105 2.667 54.6875 1389.063 14,250 6,464 Z610      N 
Galvanized 0.106 2.6924 25 635 3765 1,708 Z60  CQ  
Galvanized 0.106 2.6924 25 635 3765 1,708 Z60  CQ  
Galvanized 0.1102 2.79908 26 13/16 681 3900 1,769 Z610  CQ  
Galvanized 0.116 2.9464 44.5625 1131.888 3,520 1,597           N 



Galvanized 0.1378 3.50012 28.4375 722.3125 15,050 6,827 Z610      N 
Galvanized 0.162 4.1148 46.125 1171.575 15,190 6,890 Z350      Y 
Galvanized 0.162 4.1148 46.125 1171.575 9,450 4,286 Z350      Y 
Galvanized 0.162 4.1148 46.125 1171.575 5,920 2,685 Z350      Y 
          555738 252,081     
                  
Galvalume 0.0109 0.27686 35 15/16 913 8070 3,661 AZM150  CQ  
Galvalume 0.0124 0.31496 35 57/64 912 3590 1,628 AZM150  CQ  
Galvalume 0.0127 0.32258 35 7/8 911 5700 2,586 AZM150  CQ  
Galvalume 0.0127 0.32258 35 15/16 913 8930 4,051 AZM150  CQ  
Galvalume 0.013 0.3302 35.5 902 2,580 1,170 CQ          AZM150    
Galvalume 0.013 0.3302 35.5 902 3,890 1,764 CQ          AZM150   
Galvalume 0.0135 0.3429 41  7/16 1,053 4030 1,828 AZM150  CQ  
Galvalume 0.0138 0.35052 35 1/2 902 5595 2,538 AZM150  CQ  
Galvalume 0.0145 0.3683 42 11/16 1,084 4880 2,214 AZM150  CQ  
Galvalume 0.0145 0.3683 40 13/16 1,037 6210 2,817 AZM150  CQ  
Galvalume 0.017 0.4318 44 1/8 1,121 5030 2,282 AZ100  CQ  
Galvalume 0.0172 0.43688 44 1/8 1,121 6120 2,776 AZ100  REPH  
Galvalume 0.0173 0.43942 36  1/16 916 5770 2,617 AZM150  CQ  
Galvalume 0.0174 0.44196 44 1/8 1,121 16840 7,639 AZ100  REPH  
Galvalume 0.0176 0.44704 44 1/8 1,121 4650 2,109 AZ100  CQ  
Galvalume 0.0278 0.70612 40.25 1,022 7,580 3,438 REPH        AZM150    
Galvalume 0.0279 0.70866 40.25 1,022 11,380 5,162 REPH        AZM150    
Galvalume 0.028 0.7112 32 3/8 822 12330 5,593 AZ100  CQ  
Galvalume 0.0282 0.71628 32 3/8 822 10290 4,668 AZ001  CQ  
Galvalume 0.0282 0.71628 32 3/8 822 14220 6,450 AZ001  CQ  
Galvalume 0.03 0.762 33 5/8 854 6800 3,084 AZM180  CQ  
Galvalume 0.0308 0.78232 44  7/16 1,129 7400 3,357 AZM165  CQ  
Galvalume 0.033 0.8382 49.8125 1,265 16,130 7,317     
Galvalume 0.0378 0.96012 36.125 918 7,340 3,329 CQ          AZM180    
Galvalume 0.038 0.9652 40 1,016 18,660 8,464     
Galvalume 0.0381 0.96774 40 1/8 1,019 12090 5,484 AZ180  CQ  
Galvalume 0.0398 1.01092 32.3125 821 8,310 3,769 CQ          AZM180    
Galvalume 0.0398 1.01092 33.625 854 6,440 2,921 CQ          AZM180    
Galvalume 0.0398 1.01092 33.625 854 7,120 3,230 CQ          AZM180    
Galvalume 0.047 1.1938 36 914 7,580 3,438 HICA        AZM180    
Galvalume 0.047 1.1938 36 914 9,290 4,214 HICA        AZM180    
Galvalume 0.0496 1.25984 36 914 7,050 3,198 HICA        AZM180    
Galvalume 0.051 1.2954 36 1/4 921 10450 4,740 AZ100  CQ  
Galvalume 0.052 1.3208 40  1/16 1,018 29020 13,163 AZ001  CQ  
Galvalume 0.057 1.4478 42.125 1,070 6,080 2,758 CQ          AZM150    
          307445 139,456     
                  



Galvanneal 0.02 0.508 48 1/2 1232 15610 7081 ZF001  HSLA  
Galvanneal 0.0228 0.57912 52 15/16 1,345 43110 19,555 ZF45  CQ  
Galvanneal 0.0264 0.67056 48 3/8 1,229 17740 8,047 ZF100  HIMN  
Galvanneal 0.0268 0.68072 56  1/16 1,424 42260 19,169 ZF45  CQ  
Galvanneal 0.0273 0.69342 40 15/64 1,022 10570 4,795 ZF001  CQ  
Galvanneal 0.0276 0.70104 39 5/8 1,006 2150 975 ZF45  DQ 
Galvanneal 0.0276 0.70104 39 5/8 1,006 3680 1,669 ZF45              
Galvanneal 0.0276 0.70104 34  5/64 866 28947 13,130 ZF45              
Galvanneal 0.0291 0.73914 58 1/4 1,480 52325 23,734 ZF31  CQ          
Galvanneal 0.0292 0.74168 57 23/64 1,457 24030 10,900 ZF31  CQ          
Galvanneal 0.0302 0.76708 48 1/4 1,226 10670 4,840 ZF75  CQ          
Galvanneal 0.0354 0.89916 26 35/64 674 2760 1,252 ZF45  CQ 
Galvanneal 0.0384 0.97536 60 1/4 1,530 4310 1,955 ZF75  CQ  
Galvanneal 0.065 1.651 46 11/16 1,186 7620 3,456 ZF55  CQ  
Galvanneal 0.0700 1.778 55 1,397 12,800 5,806           CQ  
Galvanneal 0.0814 2.06756 39 31/64 1,003 39820 18,062 ZF45  CQ  
Galvanneal 0.102 2.5908 59 13/16 1,519 43580 19,768 ZF30-Z  CQ  
Galvanneal 0.1027 2.60858 31.0468 789 28,940 13,127           CQ  
Galvanneal 0.1180 2.9972 33.5 851 17,135 7,772 ZF45      CQ  
Galvanneal 0.1209 3.07086 32.625 829 22,380 10,152 ZF45      CQ  
Galvanneal 0.1209 3.07086 31.9375 811 16,540 7,502 ZF45      CQ  
Galvanneal 0.124 3.1496 53.875 1,368 10,420 4,726 ZF45 CQ  
Galvanneal 0.1354 3.43916 49.375 1,254 45690 20,725 ZF30      CQ  
          503087 228,199     
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